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ATTACHMENT"A"
APPROVED BACKFLOW PREVENTION DEVICES

Note that all Ohio EPA-approved backflow prevention devices and assemblies include at
least two shut-off valves and at least four test cocks. Some of the following model
numbers can also designate products without shut-off valves or test cocks; products
without shut-off valves or test cocks are not approved in this list.

REDUCED PRESSURE PRINCIPLE BACKFLOW
PREVENTION DEVICES

I
Comoanv Sizes

,

Ames Company, Inc. 4000 RP 4", 6", 8" and 10"
4000 SS 3/4", I", 1 1/2",2",2 1/2",3",4", and 6"
4000 B Yz", %", 1", and 1 ';4"

Buckner 24000 3/4"
24001 I"
24002 1 1/4"
24003 1 1/2"
24004 2"

CLA-VAL Company RP-2 3/4", I", 11/4" and 11/2"
RP-4 2",2 1/2",3",4",6",8", and 10"

RP-4V 4"
18-4 10"

Conbraco Industries, Inc. 40-201 1/4"
40-202 3/8"
40-203 1/2"
40-204 3/4"
40-205 I"
40-207 1 1/2" ,

40-208 2"
40-209 2 1/2"
40-200 3"
40-20A 4"
40-20C 6"
40-20E 8"

RPZ-40207A2 1 1/2"
40208 A2 2"
4020G02 10 "
40-206-02 1 1/4"
40-206-A2 1 1/4"




